AUTOMATIC
PINCH VALVES
“PIC" RANGE
CAST IRON/
ALUMINIUM

DN 20 TO DN 300

With close to 40 years of
experience in the development and
supply of pinch valves, Dosapro
Milton Roy offers a complete range
of full bore valves suitable for a wide
variety of applications : liquids,
suspensions, powders, pastes, gases,
etc.
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Principle

The automatic pinch valve comprises
valve body (A), a cylindrical sleeve
made from natural or synthetic rubber
(B) and two flanges (E).

Open [ _'—_T_h-j
T . 7 [ teTL ’

Operation /' '. \

The valve is closed by applying pres- \ : ;
sure belween the boedy and the sleeve

via connection (C). Usually pressure is

applied by air but the air can be repla- n'?? ) 1
ced by water. When the pressure is [
applied the sleeve deforms to close the i
valve, Careful use of fibre reinforce-

ment in the construction of the sleeve D
ensures that total shut off is achieved.

Closed
Technical
details
e Service conditions :
]
Advantages DN 20 to DN 200 DN 250 and 300
Max. service pressure (barg) 4 3
Max. control fluid pressure (barg) 6 45
o Full bore : Max. differential pressure {barg) 2 15
.No pressure drop.
.No risk of blockage.
e Materials of construction :
e Total sealing with solid particles Body
250 slurries... :
present, gas, powders and slurries RS ISR " DN 20 to DN 80
o Sloave 1ife:: - Aluminium . DN 100 to DN 300
.Three grades of rubber are available . Connections
as standard (other materials on
Threaded
rSelggx?:;]'ﬁbre reinforced -Bronze : DN 20
' ' - Stainless steel . DN 20
o Leak free due to absence of glands. Flanged
- Cast iron : DN 40 to DN 300
e Protection of installation : - Stainless steel : DN 40 to DN 200
. Water hammer avoided on opening - Neoprene coated : DN 40 to DN 200
and closing. - Non toxic coating : DN 40 to DN 200
. Sleeve

o Ease of installation :
. Flanged connections (except DN 20
which is threaded).

- Abrasion resistant natural rubber: DN 20 to DN 300
- Neoprene . DN 20 to DN 200
- Non toxic rubber : DN 20 to DN 200

. Temperature range
- Abrasion resistant natural rubber: -10°C to 80 °C
- Neoprene : -10°Cto 100°C
- Non toxic rubber . -10°Cto 80°C




Dimensions

DN20 DN40 DNBO DNG5  DNB0 DNT0O0 DN125 DNI150 DN200 DN 250 DN 300
{1 (2) (2 (2) (2 12) (2 (2 {2 (2 (2
Cast Iron : s 5
or 316 L SS flanges. (mm) 150 180 180 220 276 345 414 550 680 820
A Neoprene
or non toxic rubber 157 184 184 224 280 349 418 bh4 - -
coated flanges {mm)
Cast Iron 5 :
or 316 L SS flanges (] 40 60 60 75 95 120 145 182 229 278
DI Neoprene
or non toxic rubber 35 ba 56 71 91 116 141 178 - L
coated flanges (mm)
Cast Iron
or 316 L SS flanges (mm) 26 27 28 30 36 48 52 65 a2 98
I Neoprene
or non toxic rubber 28 29 30 32 38 50 b4 67
coated flanges {mm)
gE GAZBSP Rp 38" Rp3MB" Rp38" Rp3B" Rp38" RpdB" Rp3E" Rp3B" Rpi34" Rpdd
gH {mm) 150 165 185 200 220 250 285 340 405 480
L {mm) 54,5 73 76,5 a0 110 134 160 223 204 300
Volume of control = 2 -
PN 10 PN 10 PN 10 PN 10 PN 10 P10 PN 10 PN 10 PN 10 ON 250 PN 10 DN 300
i Standard DN 40 DN 50 DN 65 DN 80 DMN100  DM125  DW150 DN 200 ar or
Connecting ? PA 20 DN 250 PN 20 DN 300
flanges S 2 2 212" 3 ¥ 5" 6" 8" 107 12
HElS ANSIT50  ANSIZ00  ANSI1S0  ANSITED  ANSI TS0 AMSITE0  ANSI TS0 AMSI 150 AMSIID  ANSI 15D

(1) See fig. - (2] See fig. 2 - *Cast fron flange only.

e Threaded version
Valve DN 20 (fig. 1)

Rp3/8"

e Flanged version

Valves DN 40 to DN 300 (fig. 2)

Volume of control

fluid : 0,05 L

Weight and packaging
DN Net weight Gross weight Facking
(kg {ka) {mm]

20 1,2 1:B 260 % 160 x 1560
40 7 #h 200 % 200 x 225

50 9 9.5 200 % 200 x 225

65 1" 1.5 200 % 200 x 225

80 14 185 280 % 280 x 390
100 12 13,5 280 x 280 x 390
125 18 19,5 280 x 280 x 380
150 26 29 355 % 355 x 575
200 52 59 515 % 465 x 720
250 88 143 730 x 730 x 940
300 147 202 730 x 730 x 990

Protection

The valves receive a 45 micron thick acid resistant acrylic

cellulose paint finish colour yellow RAL 1018.




Dosapro Milton Roy? : liquid specialists

A range of PVC pinch valves (DN 20,
25, 32 and 40), described in separate
litaratura, is availahle on request.

Agitators (solution preparation, coagulation,
flocculation...).
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Units for preparation of polymer solutions from powder or liguid.
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FRANCE - DOSAPRO MILTON ROY S.A.

10, Grande Rue - 27360 Pont Saint Pierre

Tél.: +33(0)2 32 68 30 00 - Fax: +33(0)2 3268 3093
hittp://www.dosapro.com - Telex : 180 345F

e-mail : contact@dosapro.com

ESPANA - DOSAPRO MILTON ROY IBERICA
C/Embajadores, 100 - 28012 MADRID

Tél.: +34 91517 8000 - Fax : +34 91 517 52 38
hitp:fwww.dosapro.es

UNITED KINGDOM - MILTON ROY (UK) LTD
Qaklands Business Centre - Oaklands Park
WOKINGHAM - BERKSHIRE - RG41 2FD

Tel: +44 118 977 1066 - Fax : +44 118 977 1198
hitp:/fwww.miltonroypumps.co.uk

INTERNATIONAL SALES and PROJECTS DEPARTMENT

10, Grande Rue - 27360 Pont Saint Pierre (France)

Tél.: +33 (0)2 32 68 30 12 - Fax : +33 (0)2 32 68 30 91 - Télex : 180 345F
SPARE PARTS DEPARTMENT/PIECES DE RECHANGE

10, Grande Rue - 27360 Pont Saint Pierre (France)

Tél. +33 (0)2 32 68 30 01 - Fax: +33 (0)2 32 68 30 92 - Télex : 180 345F
INTERNATIONAL TECHNICAL ASSISTANCEfASSISTANCE TECHNIQUE
10, Grande Rue - 27360 Pont-Saint-Pierre (France)

Tel : +33 (0)2 32 68 30 02 - Fax : +33 (0)2 32 68 30 92 - Télex : 180 345F
DOSAPRO MILTON ROY EN FRANCE :

Angers, Bordeau, Lille, Lyon, Nancy, Paris, Rouen
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